
 
Maintenance: 
 

1. Mechanical parts such as linear guides, spindle, spindle intake and thread of 
the universal bolts must be greased and protected from corrosion regularly 
(e.g. producer.: Balistol, type: Pro Tec). 

2. When greased, the guide block with the spindle must be moved sufficiently, 
so that the bearing surfaces are also coated. 
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Operating and maintenance guidelines 

for 

EasyLifter 

 

Use: 
 

1. Remove the four screws from the corner points of the floor access cover. 

2. Position both EasyLifters diagonally opposite of each other. 

3. Remove both FF universal bolts from the EasyLifters and insert them through 
the opening of the EasyLifter into the cover and hand-tighten them. 

4. Use the special crank handle of both EasyLifters to lift the cover equally until it 
is just above the ground. 

5. Now, slowly roll the cover to the side and the shaft access is opened. 

6. To close the cover, position it slowly and put it down equally. Fasten the 
screws of the cover. 

 

One EasyLifter is designed for a  

maximum load of 300kg! 

 

Instruction video 



 
Maintenance: 
 

1. Mechanical parts such as linear guides, spindle, spindle intake and thread of 
the universal bolts must be greased and protected from corrosion regularly 
(e.g. producer.: Balistol, type: Pro Tec). 

2. When greased, the guide block with the spindle must be moved sufficiently, 
so that the bearing surfaces are also coated. 

FF Systembau GmbH 
Hauptstraße 35 

94439 Roßbach – Münchsdorf 
Tel.: +49 (0) 87 23 / 97 818 - 66 
Fax: +49 (0) 87 23 / 97 818 – 85 

schachtabdeckungen@ffsystembau.de 

 

 

 

 

 

 
Operating and maintenance guidelines 

for 

EasyLifter 

 

Use: 
 

1. Remove the four screws from the corner points of the floor access cover. 

2. Position both EasyLifters diagonally opposite of each other. 

3. Remove both FF universal bolts from the EasyLifters and insert them through 
the opening of the EasyLifter into the cover and hand-tighten them. 

4. Use the special crank handle of both EasyLifters to lift the cover equally until it 
is just above the ground. 

5. Now, slowly roll the cover to the side and the shaft access is opened. 

6. To close the cover, position it slowly and put it down equally. Fasten the 
screws of the cover. 

 

One EasyLifter is designed for a  

maximum load of 300kg! 

 

Instruction video 


